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IES INDOOR REPORT

PHOTOMETRIC FILENAME : CGB MD 5S UV FP 7SEL (3000K).IES
DESCRIPTION INFORMATION (From Photometric File)
IESNA:LM-63-1995

[TEST] BLC2101014E1-C-CP

[ISSUEDATE] 2021-1-13 17:58

[MANUFAC] LumenFocus, LLC.

[LUMCAT] CGB MD 5S UV FP 7SEL (3000K)

[ VOLTAGE] 277.0 V

[ CURRENT] 0.151 A

[ POWERFACTOR] 0.938

[TESTLAB] Belling Test Laboratory Co., LTD

[ TESTINST] GPM-3000

[ TESTDIST] 14.040 m [K=1.0000]

[ TESTTEMPERATURE] 25.1'C

CHARACTERISTICS

Lumens Per Lamp 4981.2 (1 lamp)

Total Lamp Lumens 4981.2

Luminaire Lumens 4981

Total Luminaire Efficiency 100 %

Luminaire Efficacy Rating (LER) 127

Total Luminaire Watts 39.27

Ballast Factor 1.00

CIE Type Direct

Spacing Criterion (0-180) 1.60

Spacing Criterion (90-270) 1.48

Spacing Criterion (Diagonal) 1.60

Basic Luminous Shape Rectangular w/Sides
Luminous Length (0-180) 0.20m

Luminous Width (90-270) 0.20m

Luminous Height 0.03m

LUMINANCE DATA (cd/sq.m)

Angle In Average Average Average

Degrees 0-Deg 45-Deg 90-Deg

45 39771 36351 35775

55 31249 28549 29656

65 19791 20665 18683

75 27729 16150 24448

85 22175 17254 19966
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.
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PHOTOMETRIC FILENAME : CGB MD 5S UV FP 7SEL (3000K).IES

ZONAL LUMEN SUMMARY

Zone

0-20
0-30
0-40
0-60
0-80
0-90
10-90
20-40
20-50
40-70
60-80
70-80
80-90
90-110
90-120
90-130
90-150
90-180
110-180
0-180

Lumens

517.03
1169.76
2033.53
3733.43
4570.98
4784.04
4654.86
1516.5
2466.9
2166.02
837.55
371.44
213.05
116.37
156.23
177.93
193.70
197.16
80.79
4981.2

Y%Lamp

10.40
23.50
40.80
75.00
91.80
96.00
93.40
30.40
49.50
43.50
16.80
7.50
4.30
2.30
3.10
3.60
3.90
4.00
1.60
100.00

Total Luminaire Efficiency = 100.00%

ZONAL LUMEN SUMMARY

Zone

0-10
10-20
20-30
30-40
40-50
50-60
60-70
70-80
80-90
90-100
100-110
110-120
120-130
130-140
140-150
150-160
160-170
170-180

Lumens

129.17
387.86
652.73
863.77
950.40
749.50
466.11
371.44
213.05
71.60
44.78
39.86
21.70
10.41
5.37
2.1
1.01
0.35

%Fixt

10.40
23.50
40.80
75.00
91.80
96.00
93.40
30.40
49.50
43.50
16.80
7.50
4.30
2.30
3.10
3.60
3.90
4.00
1.60
100.00
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.
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PHOTOMETRIC FILENAME : CGB MD 5S UV FP 7SEL (3000K).IES

COEFFICIENTS OF UTILIZATION - ZONAL CAVITY METHOD

Effective Floor Cavity Reflectance 0.20
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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PHOTOMETRIC FILENAME : CGB MD 5S UV FP 7SEL (3000K).IES

UGR TABLE - CORRECTED

Reflectances
Ceiling Cavity 70 70 50 50
Walls 50 30 50 30

Floor Cavity 20 20 20 20

Room Size UGR Viewed Crosswise

X=2H Y=2H 229 245 233 249
3H 243 257 247 261
4H 254 267 258 271
6H 265 277 269 28.2
8H 269 281 27.3 285
12H 272 283 277 28.8

4H 2H 234 247 238 252
3H 250 261 255 266
4H 262 273 267 278
6H 275 284 280 290
8H 280 289 285 294
12H 284 292 29.0 297

8H 4H 265 274 271 279
6H 28.0 287 286 293
8H 286 293 292 298
12H 292 297 297 303

12H  4H 266 274 271 279
6H 281 288 287 293
8H 288 294 294 299

Maximum UGR = 30.9

30
30
20

253
26.5
27.6
28.6
29.0
293

25.6
271
28.3
295
30.0
30.3

285
20.8
30.4
30.9

28.5
29.9
30.6

70 70 50
50 30 50
20 20 20
UGR Viewed Endwise
225 241 23.0
238 253 243
248 262 253
259 272 264
264 276 26.8
267 278 27.2
230 244 235
246 257 251
257 26.8 26.2
270 279 275
275 284 281
279 287 285
26.1 269 26.6
275 28.3 281
28.2 288 287
287 293 293
26.1 269 26.7
276 283 28.2
28.3 289 28.9

50
30
20

245
257
26.6
27.6
28.0
28.3

24.8
26.2
272
285
28.9
293

274
28.8
294
20.8

275
28.8
29.5

30
30
20

249
26.1
271
28.1
28.5
28.8

253
26.7
27.8
29.0
295
29.8

28.0
294
30.0
30.5

28.0
295
30.1
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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PHOTOMETRIC FILENAME : CGB MD 5S UV FP 7SEL (3000K).IES

POLAR GRAPH

147

110

738

36

Maximum Candela = 1475.02 Located At Horizontal Angle = 0, Vertical Angle = 26
# 1 - Vertical Plane Through Horizontal Angles (0 - 180) (Through Max. Cd.)
# 2 - Horizontal Cone Through Vertical Angle (26) (Through Max. Cd.)
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Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.
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